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JOB SEGMENT IDENTIFIER (JSI) 



Job Number: 

Job Segment Identifier Code: 
Job Name: 
Sub-components: 
Sub-component 1 Name: 
Finishing Operations: 
Finishing Operation 1 : 
Finishing Operation 2: 
Finishing Operation 3: 
Job Quantity: 
Job Sheets: 
Finished Size: 
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CREATE JOB MODEL 



ASSIGN ATTRIBUTES 
FOR EACH NODE 



ASSIGN OPERATIONS 



ASSIGN SOURCE FILES FOR 
ALL COMPONENTS 



70 



72 



73 



ASSIGN OUTPUT 
PRINT DEVICE(S) 



78A 



ASSIGN OUTPUT FINISHING 
DEVICE(S) 



ASSIGN PROCESSING 
DEVICE(S) 



JOB SEGMENTATION 



76 



GENERATE JOB SEGMENTS 
AND JOB SEGMENTS IDENTIFIERS 



PRINT JOB SEGMENTS 
AND JSISs USED AS 
INPUT TO OTHER 
PRINTING OPERATIONS 



786 



PRINT JOB SEGMENTS 

AND JSISs TO 
DESIGNATED PRINTER 



78C 



SEND JOB MODEL AND 
JOB SEGMENTS TO 
FINISHING MODULE 

COORDINATOR (FMC) 
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FIG. 8 
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PREPRESS 
(PDLs, IMPOSITIONS, ETC.) 



USER CREATES JOB NODE 



USER SELECTS DOCUMENT 
FORM FROM AVAILABLE TYPES 



S87 
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USER ASSIGNS DOCUMENT 
FORM ATTRIBUTES 



USER 

ADDS/MODIFIES A COMPONENT 
TO THE DOCUMENT 




DOCUMENT FORM 
ATTRIBUTES COMPLETE 



JOB MODEL COMPLETE AND 
STORED INTO VJTDB 



TO FIG. 1 0 
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FROM FIG. 9 



FIG. 10 



SWO 



JOB MODEL UPDATED 
TO DATABASE 



RETRIEVE PRINTER AND 
FINISHING CONSTRAINTS 
FROM VJTDB 



OUTLINE OPERATIONS IN JOB 



GENERATE 
POSSIBLE SPECIFIC THREADS 



S101 



S102 



SW3 




NOTIFY USER 



JOB MODEL AND VJTDB 
MODIFIED IF NECESSARY 
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COMPARE THREADS 



SELECT 
OPTIMIZATION CRITERIA 



OPTIMIZE INTERMEDIATE 
FINISHING AT PRINTERS 



DETERMINE WHICH 
DOCUMENT COMPONENTS 
CAN BE COMBINED 

-f 
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PROCESS USER'S INPUT 
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RECOMMEND 
THREADS TO USER 
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GET USER INPUT 
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FROM FIG. 10 
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y ENCODE INTEGRITY DESCRIPTORS FOR THE SEGMENT 




1 If Integrity Descriptor is 
/A) NOT included in PDL 




If Integrity Descriptor 
(1) is included in PDL 






Prompt user for integrity 
type for each component 




Read integrity descriptor 
from PDL file 






Encode integrity 
description location - 




Encode integrity 
descriptor into database 






Generate integrity 
descriptor if necessary - 




^~A200B 






Encode integrity 
descriptors into PDL files N 
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Encode integrity 
descriptor into database . 
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IF COMPONENT IS PREPRINTED 
OR NON-PRINTED, GENERATE 
FETCH SHEET(S) PDL 
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GENERATE JSIC 



GENERATE PDL FOR JSIS 
WITH JSIC 



S204 



STORE JSIC AND SEGMENT 
STRUCTURE IN THE VJTDB 



PRINT JOB SEGMENT AND 
JSIS TO DESIGNATED PRINTER 
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PRINT JOB FETCH SHEET 
AND TRAVELER SHEET TO 
THE DESIGNATED PRINTER 



B200A 
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GENERATE TRAVELER SHEET 
PDL AND PRINT SHEET(S) 
IF NECESSARY 



■ DONE 
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FIG. 14 
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VFJTR 
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ENTERS JSIC 



FMC 

RECEIVES JSIC DATA 
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IDENTIFY ALL 
JOB SEGMENTS OF JOB 



S605 r 



EXTRACT STATUS DATA 
FOR ALL JOB SEGMENT(S) 
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EXTRACT JOB MODEL 
DATA FROM VFJTDB 
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NOTIFY OPERATOR OF STATUS 
ISSUES WITH JOB SEGMENT(S) 



TO FIG. 15 
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FROM FIG. 14 
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IDENTIFY A/F DEVICES 
IN JOB MODEL 



S609 




S67 7 



NOTIFY OPERATOR 



INSTRUCT USER OR CONVEYOR 
REGARDING LOADING 
OF BINS, ORIENTATION, ETC. 



RETURN TO 
STEP 105 OF 
FIGURE 10 



FIX 
CONDITION 




PROGRAM DEVICES OR 
ISSUE PROGRAMMING 
INSTRUCTIONS 
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VERIFY 
PROGRAMMING 



TO FIG. 1 6 
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User Interface 



SI 



Main Form 



SELECT DATABASE JOB DETAILS 



EXIT 



Opened DataBase 



C:\source\dbl .mdb 



Job Status List 



I View Job Report j 



|SIG1 Printing Bicycles 2000 Catalog 
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